EXPANSION
JOINT

i

5" 0.C.

PLAN VIEW
(NOT TO SCALE)

5’ MIN

FULL DEPTH 1/2" EXPANSION

CURB/GUTTER JOINT MATERIAL
SEE COE STD

DTL TR-520

2" MIN 5/8” MINUS CSTC
ON NATIVE BEARING SOIL
SEE NOTE 9

SECTION VIEW

NOTES: (NOT TO SCALE)
1. CITY INSPECTION REQUIRED ON FORM WORK PRIOR TO POUR.

CONCRETE SHALL BE CLASS 3000.

FINISH SHALL BE LIGHT BROOM.

SIDEWALK THICKNESS SHALL BE 4.

SIDEWALK THICKNESS AT DRIVEWAYS SHALL BE 6" THICK.

CURB AND GUTTER SHALL BE POURED SEPARATELY FROM SIDEWALK.

LIDS FOR JUNCTION BOXES AND UTILITY VAULTS SHALL BE NON-SKID AS SPECIFIED BY ENGINEER.

SEE COE STD DTL TR-550 FOR POSSIBLE ROOT BARRIER INSTALLATION.

SUBGRADE SHALL BE COMPACTED TO 95% MAXIMUM DENSITY.

10. ALL EDGES WITH EXPANSION JOINTS SHALL HAVE 3" RADIUS
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